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1 –PART NUMBER 

The Winter Kit does not come pre-installed on the engine. It is available as an optional add-on accessory. 
It  will be available at your Honda dealer or through your Magic Screed dealer.  
 

 GX35 
HD7070 / HD7171 

GX25 
HD8080 / HD8181 AVAILABILITY 

KIT NUMBER GX35M-000-MSM GX25M-000-MSM 
GX35 (Now) 
GX25 (TBD) 

 
 

INFORMATION 
 
Geroquip inc. / Magic Screed is introducing a new Winter Kit designed to 
improve the performance of GX25 and GX35 engines in cold environments.  
 
Magic Screed has secured Honda’s approval for this solution adapted from the 
Honda Ice Auger machine. This kit is intended to reduce engine freezing issues 
that can occur during operation in low temperatures by redirecting hot exhaust 
gases from the engine vents through a hose to the carburetor area. 
 
This lowers the risk of ice formation and engine interruptions. Although it does 
not fully eliminate freezing, it provides a substantial improvement in engine 
reliability and performance in low temperatures. 
 
For further questions or support, contact your sales representative. We value 
your business and your continued partnership with Magic Screed. 
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2 –INSTALLATION 

Installation and removal instructions for the Winter Kit (hot air tube) are provided on page 8 of the Honda 
Manual supplied with your Magic Screed. 

 
 

 

 

 

 

 

STEPS: 

1. Remove the top engine cover to access the mounting point for the hot air duct. 

 
2. Install the hot air duct onto the engine cover. 

• Clip the hot air duct onto the slotted area on the top side of the engine cover. 
• Turn the cover over to access the underside, then use the provided screw to securely 

fasten the duct to the cover. 

 
3. Reinstall the engine cover onto the engine. 

 
4. Remove the air cleaner cover. 

 
5. Install the hot air joint onto the air cleaner case. 
Push or snap the joint (1) into place depending on model (GX25/GX35). 

 
6. Attach the hot air tube to the hot air joint. 
Slide the tube completely onto the joint so it seals properly. 

 
7. Insert the other end of the hot air tube into the hot air duct on the engine cover. 

 
8. Reinstall the air cleaner case. 
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IMPORTANT NOTES 

• When the ambient temperature is high (86°F/30°C or above), be sure to remove the hot air 
tube before operating the engine. Operating the engine with the hot air tube installed can 
cause overheat of the engine.  The duct on the engine cover can remain installed for 
future use. 

• The tube clip included in the kits is optional. This step requires drilling a small hole (1/4” 
mesh) in the engine cover to insert the clip. You may install it if you want additional tube 
retention, but it is not required for proper operation. 

• Release the hot air tube from the tube clip and disconnect it from the hot air duct before 
removing the top cover for maintenance, etc.  

 
 
 

 
 

 
 

 
 
 
 
 
 

 
 


